
EXCLUSIVELY FOR INDUSTRIAL & INSTITUTIONAL USE

Sewer Drainage System
Lo Mejor Para Alcantarillados

��Emulsifies & Saponifies Greases, Oils, 
��Cellulose, Fats
��Breaks Down Toilet Tissue & Paper Towels
��Heavy Tornadic Action
��Burns & Loosens Damaging Roots
��Non-Corroding Formula
��Reaches 215ºF at 20% Solution in 
��1 Minute, 20 Seconds
��Maintains 180ºF for 7+ Minutes
��Contains Exclusive BETA Tracer Dye
��Contains 10% Aluminum for Extra 
��Heat & Power.

TO REORDER CALL
(281) 647-9700
or 1-800-295-BETA

PRODUCT CODE: 2900-P

DANGER / PELIGRO: POISON / CORROSIVE / VENENO / CORROSIVO
KEEP OUT OF REACH OF CHILDREN / MANTENGA ESTE 

PRODUCTO FUERA DEL ALCANCE DE LOS NIÑOS

“Get to the
Root of the
Problem”

TM

�FIRST AID / ANTIDOTES:

SKIN CONTACT: Flood with water for 15 minutes, wash with 
vinegar, then if irritation persists, call physician. 

INTERNAL (INGESTION):   Give vinegar or lemon, grapefruit, 
or orange juice in large quantities.  Follow with olive oil.  Call 
physician or poison control center immediately.

IF IN EYES: Wash out with 5% Boric-Acid solution if available.  
Flush eyes with water for 15 minutes.  Call physician 
immediately.

IF INHALED: Remove to fresh air.  If breathing is difficult, call 
a physician.

Ingredients:
Chemical Name C.A.S. #
Sodium Hydroxide .......................................110-73-2
Sodium Nitrate ............................................7631-99-4
Aluminum Metal .........................................7429-90-5 
Tracer Dye ...................................................N/A

HMIS Ratings / HMIS Grado:
Flammability / Flammabilidad

 Health / Reactivity / 
 Salud Reactividad

Personal Protection / Protección Personal

�DIRECTIONS FOR USE:
�FOR MUNICIPAL APPLICATIONS:

Pour or shovel a minimum of 25 lbs. into manholes as 
needed, depending on the depth, width, amount of water 
and type of blockage. BILLY GOAT becomes activated by 
water. If the sewer system is dry, add water AFTER BILLY 
GOAT has been applied.

�FOR MULTI-UNIT HOUSING / MUNICIPAL /
�HOUSING AUTHORITY USE:

For preventative maintenance pour 5-15 lbs. in trouble areas 
on a regular basis to keep them free-flowing.  For crisis 
management, it may be necessary to use 1 or more pails 
depending on the depth, width, amount of water and type of 
blockage. BILLY GOAT becomes activated by water.  If the 
sewer system is dry, add water AFTER BILLY GOAT has 
been applied.

�BETA DATA

BULK DENSITY: ....................... 72-80 LBS./FT.
ALUMINUM: ........................... 10%
STORAGE STABILITY: ............... 1 YEAR+
COLD STABILITY: ..................... 32½ F
ODOR: .................................... ODORLESS
SOLUBILITY IN WATER:............ COMPLETE
PH (1% SOLUTION): ................ 12.9-13.2
FORM: .................................... GRANULAR

�FOR USE IN INDUSTRY, FOOD PLANTS 
�AND PACKAGING PLANTS:

Where accumulating or organic matter may clog drainage 
systems, pour in BILLY GOAT, adjusting quantity based on 
the clog in the drainage system. BILLY GOAT becomes 
activated by water. If the sewer system is dry, add water 
AFTER BILLY GOAT has been applied.

DANGER: CONTAINS SODIUM HYDROXIDE. 
CORROSIVE. POISON. AVOID CONTACT WITH EYES 
AND SKIN. DO NOT INGEST.
Causes Severe Skin Burns. May be fatal if swallowed. 
CAUTION: Turn face away from fumes when in solution and 
do not allow solution to get on hands or clothing.  Wear 
protective long-sleeved clothing, rubber or latex gloves, and 
eye/face protection while using BILLY GOAT. Always cover 
container when not in use. Store in a cool, dry place. KEEP 
OUT OF REACH OF CHILDREN.

BETA TECHNOLOGY
CORPORATE HEADQUARTERS

P.O. BOX 218666 
HOUSTON, TX 77218-8686


